
PRI 217 [EL STW FLT] 

Rotary ironer, electrically heated 

With the latest controls, steel wool padding and flexible laundry feed. 

EAN: 4002516423034 / Material number: 11744750 / Old Material Number: 53217010EU 

 

 

• Performance 60.0 kg/h*, roller 

diameter 250 mm, working width 
1660 mm 

• Easily adjustable – flexible return 

feed 

• Ideal ergonomics – height- 

adjustable and optional plinth 

• State-of-the-art controls – Touch 

display 

• Perfect rotary ironing performance – 
flexibly positioned heater plate 

* With 25 % residual moisture – performance data 

according to DIN 11902: the achievable ironing 

performance depends on overall conditions such as, for 

example, the type of laundry and the experience of the 

operator. 

Construction type and version  

Construction type Laundry infeed at the front, 

laundry outfeed at the back 

Can be set up against a wall • 

Range Professional 

Outer casing Iron grey 

Roller diameter in mm 250 

Working width in mm 1660 

Heater plate material Aluminium 

Padding Supple steel wool 

Ironer cover ARAMID needle-felt cloth 

Application  

Suitable for the hotel and catering industry • 

Suitable for retirement and care homes • 

Suitable for launderettes • 

Suitable for residential homes and apartments • 

Suitable for commercial laundries • 

Suitable for hospitals • 

Suitable for offshore use • 

Suitable for marine use • 

Suitable for camp sites • 

Performance data  

Max. ironing performance at 25 % residual moisture in kg/h 60.0 

Tested operating hours 20000 

Control system  

Control system Touch display 

Touch display (optional) Touch-Display PRI 

Programme setting Setting of defined 

programme parameters 

Minimum ironing speed, controlled in m/min 1.5 

Maximum ironing speed, controlled in m/min 4.5 

Adjustable temperature Infinitely variable 

Standard electrical connection  

Heating type Electric 

Electrical connection 3N AC 400V 50-60HZ 

Electric heater rating in kW 11.00 

Total connected load in kW 11.60 

Fuse rating in A 25 

Dimensions and weight  

External dimensions, height in mm 1110 

External dimensions, width in mm 2238 

External dimensions, depth in mm 650 

External dimensions, gross height in mm 1414 

External dimensions, gross width in mm 2400 

External dimensions, gross depth in mm 860 

Net weight in kg 189 

Gross weight in kg 214 

Maximum floor load in N/m² 1890 

Emissions data  

Emission sound pressure level in the workplace <70 dB(A) re 20 µPa 
 
 
 

 
more information you can find here: 

http://www.miele.co.uk/professional 

 

http://www.miele.co.uk/professional
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Heat dissipation into the room in MJ/h 11.00 

Features  

Automatic finger guard • 

FlexControl footswitch • 

Feed-in board • 

Pick-off bands • 

Laundry box • 

Flexible laundry feed • 

Favourite programme • 

Incorrect feed recognition • 

Air suspension • 

Pause function • 

High contact pressure • 

Clean and wax heater plate indicator (op • 

Plinth (optional) • 

Option of ironing when seated • 

APRI 319 care set for the heater plate included in the scope 

of delivery 

• 

Machine-independent accessories • 

Connection options  

Payment system (optional) • 

Peak load cut-out/energy management • 

Standards, test certificates and symbols  

VDE • 

CE • 

EAC • 

WEEE • 

VDE-EMC • 

RCM • 

Splash-proof IPX0 • 

UKCA • 

Complies with Machinery Directive 2006/42/EC • 
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Miele PRI 217 [EL STW FLT] 

Ротаційна прасувальна система, електричне нагрівання З сучасним керуванням, сталевою 

вовняною підкладкою та гнучкою подачею білизни. 

Продуктивність: 60.0 кг/год*  

Діаметр валика: 250 мм  

Робоча ширина: 1660 мм  

Легке регулювання — гнучка система повернення білизни  

Ідеальна ергономіка — регульована висота та опціональний п'єдестал  

Сучасне керування — сенсорний дисплей  

Висока якість прасування — гнучке розташування нагрівальної плити  

* За залишкової вологості 25 % — дані продуктивності згідно з DIN 11902. Фактична 

продуктивність залежить від типу білизни та досвіду оператора. 

EAN: 4002516423034 / Матеріал: 11744750 / Старий номер: 53217010EU 

🔧 Конструкція та виконання 
Параметр Значення 

Тип конструкції 
Подача білизни спереду, 

вихід ззаду 

Можливість встановлення 

біля стіни 
• 

Серія Professional 

Колір корпусу Залізно-сірий 

Діаметр валика, мм 250 

Робоча ширина, мм 1660 

Матеріал нагрівальної плити Алюміній 

Підкладка М’яка сталева вовна 

Покриття валика Голчастий повсть ARAMID 

🔧  
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Застосування 
Сфера Підходить 

Готелі та ресторани • 

Будинки для літніх людей • 

Пральні • 

Житлові будинки та квартири • 

Комерційні пральні • 

Лікарні • 

Для використання на морських 

платформах 
• 

Для морського транспорту • 

Кемпінги • 

🔧 Технічні характеристики 
Параметр Значення 

Макс. продуктивність при 25 % 

вологості, кг/год 
60.0 

Випробуваний ресурс, год 20,000 

🔧 Керування 
Параметр Значення 

Система керування 
Сенсорний 

дисплей 

Опціональний дисплей 
Touch-Display 

PRI 

Налаштування програм 
Встановлення 

параметрів 

Мінімальна швидкість прасування, 

м/хв 
1.5 

Максимальна швидкість прасування, 

м/хв 
4.5 

Регулювання температури Плавне 

⚡  Електричні характеристики 
Параметр Значення 

Тип нагріву Електричний 

Електропідключення 3N AC 400V 50–60HZ 

Потужність 

нагрівача, кВт 
11.00 

Загальне споживання, 

кВт 
11.60 

Захист, А 25 
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🔧  

Габарити та вага 
Параметр Значення 

Висота (нетто), мм 1110 

Ширина (нетто), мм 2238 

Глибина (нетто), мм 650 

Висота (брутто), мм 1414 

Ширина (брутто), мм 2400 

Глибина (брутто), мм 860 

Вага (нетто), кг 189 

Вага (брутто), кг 214 

Макс. навантаження на 

підлогу, Н/м² 
1890 

🔧 Викиди 
Параметр Значення 

Рівень шуму на робочому 

місці 
<70 дБ(A) 

| Віддача тепла в приміщення, МДж/год | 11.00 | 

🔧 Особливості 
Функція Наявність 

Автоматичний захист пальців • 

Ножне керування FlexControl • 

Стіл для подачі білизни • 

Відривні стрічки • 

Ящик для білизни • 

Гнучка подача білизни • 

Улюблена програма • 

Виявлення неправильного подавання • 

Пневматична підвіска • 

Функція паузи • 

Високий тиск контакту • 

Індикатор очищення та змащення плити • 

П'єдестал (опція) • 

Можливість прасування сидячи • 

Набір догляду APRI 319 у комплекті • 

Аксесуари незалежні від машини • 

🔧 
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 Підключення та сертифікація 
Параметр Наявність 

Система оплати (опція) • 

Обмеження пікового навантаження • 

Сертифікати: VDE, CE, EAC, WEEE, VDE-EMC, 

RCM, UKCA 
• 

Клас захисту від бризок IPX0 

Відповідає Директиві з машин 2006/42/EC 
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