
Miele Benchmark PDR522 Tumble Dryer 



PDR 522 ROP [EL] 

Professional vented dryer, electric heating 

with M Select ROP residual moisture control for perfect drying results. 
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• Drum volume 400l , load size 16.0 – 

22.0 kg 

• Unique, gentle fabric care – 

honeycomb drum 

• Greatest energy efficiency thanks 

to Air Recycling 

• Precision drying of all fabrics 

– PerfectDry 

• Connected for the future using LAN 

and WiFi 

EAN: 4002516443476 / Article number : 52522008EU / Material number: 11795610 
 

Construction type and version  

Construction type Front loader 

Range Performance 

Front Iron grey 

Maximum load size in kg 22.0 

Load size with a load ratio of 1:25 16.0 

Load size with a load ratio of 1:18 22.0 

Load ratio 1:18 

Drum volume in l 400 

Drying system Vented 

Door opening [Ø] in mm 520 

Door opening angle in degrees 180 

Door hinge left 

Convertible door hinging • 

Stainless steel honeycomb drum • 

Application  

Suitable for the hotel and catering industry • 

Suitable for retirement and care homes • 

Suitable for facility management • 

Suitable for launderettes • 

Suitable for residential homes and apartments • 

Suitable for commercial laundries • 

Suitable for small businesses • 

Suitable for studs, riding schools and stables • 

Suitable for universities, nurseries, and schools • 

Suitable for hospitals • 

Suitable for sports clubs • 

Suitable for beauty salons, spas, and fitness centres • 

Suitable for amusement parks & holiday complexes • 

Suitable for state/community care facilities • 

Performance data  

Maximum evaporation capacity in l/hour 22.1 

Specific energy consumption in kWh/kg 0.52 

Specific energy consumption for Cottons/Normal drying 

programme with residual moisture at 48 % in kWh/kg 
0.52 

Programme duration in min. 24 

Tested operating hours 20,000 
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Professional vented dryer, electric heating 

with M Select ROP residual moisture control for perfect drying results. 

2 

 

 

 

 

 
Recycling rate in % 91 

Controls  

Control system M Select 

Programmability 
Setting of defined 

parameters 

User interface 
Residual moisture 

controlled 

Max. delay start in h 24 

Time left display • 

Control panel with easy-to-understand symbols • 

Standard electrical connection  

Heating type Electrical 

Electrical connection 3N AC 400V 50/60HZ 

Electric heater rating in kW 22.50 

Total connected load in kW 23.50 

Fuse rating in A 50 

Possible voltage variant 1  

Electrical connection 3N AC 400V 60HZ 

Electric heater rating in kW 27.0 

Total connected load in kW 28.20 

Fuse rating in A 50 

Dimensions and weight  

External dimensions, net height in mm 1,400 

External dimensions, net width in mm 906 

External dimensions, net depth in mm 1,162 

External dimensions, gross height in mm 1,526 

External dimensions, gross width in mm 1,090 

External dimensions, gross depth in mm 1,254 

Net weight in kg 199 

Gross weight in kg 213 

Maximum floor loading in N 2275 

Emissions data  

Heat dissipation into the room in MJ/h 2.60 

Features  

Intelligent drum reversal • 

Axial airflow • 

Large-surface fluff filter • 

PerfectDry • 

SoftLift drum ribs • 

Air Recycling • 

Communication slot • 

Emergency switch-off • 

Machine-independent accessories • 

Efficiency and sustainability  
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Connection options  

Payment system (optional) • 

Optical interface for service access • 

Peak load cut-out/energy management (optional) • 

Connector Box • 

LAN/WiFi module (optional) • 

Capacities  

Cloths, 22 g [number] 364 

Summer horse blankets [number] 3 

Standards, test certificates and symbols  

CE • 

VDE • 

VDE-EMC • 

Splash-proof safety rating IPX4 • 

WEEE • 

Complies with Machinery Directive 2006/42/EC • 

 



PDR 522 ROP [G] 

Professional vented dryer, gas heating 

with M Select ROP residual moisture control for perfect drying results. 
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• Drum volume 400l , load size 16.0 – 

22.0 kg 

• Unique, gentle fabric care – 

honeycomb drum 

• Greatest energy efficiency thanks 

to Air Recycling 

• Precision drying of all fabrics 

– PerfectDry 

• Connected for the future using LAN 

and WiFi 

EAN: 4002516408789 / Article number : 52522006EU / Material number: 11717960 
 

Construction type and version  

Construction type Front loader 

Range Performance 

Front Iron grey 

Maximum load size in kg 22.0 

Load size with a load ratio of 1:25 16.0 

Load size with a load ratio of 1:18 22.0 

Load ratio 1:18 

Drum volume in l 400 

Drying system Vented 

Door opening [Ø] in mm 520 

Door opening angle in degrees 180 

Door hinge left 

Convertible door hinging • 

Stainless steel honeycomb drum • 

Application  

Suitable for the hotel and catering industry • 

Suitable for retirement and care homes • 

Suitable for facility management • 

Suitable for launderettes • 

Suitable for residential homes and apartments • 

Suitable for commercial laundries • 

Suitable for small businesses • 

Suitable for studs, riding schools and stables • 

Suitable for universities, nurseries, and schools • 

Suitable for hospitals • 

Suitable for sports clubs • 

Suitable for beauty salons, spas, and fitness centres • 

Suitable for amusement parks & holiday complexes • 

Suitable for state/community care facilities • 

Performance data  

Maximum evaporation capacity in l/hour 21.1 

Specific energy consumption in kWh/kg 0.55 

Specific energy consumption for Cottons/Normal drying 

programme with residual moisture at 48 % in kWh/kg 
0.55 

Programme duration in min. 25 

Tested operating hours 20,000 
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Professional vented dryer, gas heating 

with M Select ROP residual moisture control for perfect drying results. 
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Controls  

Control system M Select 

Programmability 
Setting of defined 

parameters 

User interface 
Residual moisture 

controlled 

Max. delay start in h 24 

Time left display • 

Control panel with easy-to-understand symbols • 

Standard electrical connection  

Heating type Gas 

Electrical connection 1N AC 230V 50HZ 

Gas heater rating in kW 21.50 

Total connected load in kW 1.00 

Fuse rating in A 10 

Possible voltage variant 1  

Electrical connection 3N AC 400V 60HZ 

Electric heater rating in kW 27.0 

Total connected load in kW 28.20 

Fuse rating in A 50 

Dimensions and weight  

External dimensions, net height in mm 1,400 

External dimensions, net width in mm 906 

External dimensions, net depth in mm 1,162 

External dimensions, gross height in mm 1,526 

External dimensions, gross width in mm 1,090 

External dimensions, gross depth in mm 1,254 

Net weight in kg 204 

Gross weight in kg 218 

Maximum floor loading in N 2324 

Emissions data  

Heat dissipation into the room in MJ/h 2.60 

Features  

Intelligent drum reversal • 

Axial airflow • 

Large-surface fluff filter • 

PerfectDry • 

SoftLift drum ribs • 

Air Recycling • 

Communication slot • 

Emergency switch-off • 

Machine-independent accessories • 
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Professional vented dryer, gas heating 

with M Select ROP residual moisture control for perfect drying results. 
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Connection options  

Payment system (optional) • 

Optical interface for service access • 

Peak load cut-out/energy management (optional) • 

Connector Box • 

LAN/WiFi module (optional) • 

Capacities  

Summer horse blankets [number] 3 

Standards, test certificates and symbols  

CE • 

VDE • 

VDE-EMC • 

Splash-proof safety rating IPX4 • 

DVGW gas • 

WEEE • 

Complies with Machinery Directive 2006/42/EC • 

 



 

 

 

 

 

 

 

 

 

 

 

Miele Benchmark PDR522 Сушильна машина 

PDR 522 ROP [EL] 

Професійна сушильна машина з вентиляцією, електричне нагрівання 

з контролем залишкової вологості M Select ROP для ідеальних результатів сушіння. 

Об’єм барабана: 400 л, завантаження: 16.0–22.0 кг 

Унікальний, дбайливий догляд за тканинами — барабан з сотами 

Найвища енергоефективність завдяки рециркуляції повітря 

Точне сушіння всіх типів тканин — PerfectDry 

Підключення до майбутнього через LAN та WiFi 

EAN: 4002516443476 / Артикул: 52522008EU / Матеріал: 11795610 

Конструкція та виконання 
Параметр Значення 

Тип конструкції 
Фронтальне 

завантаження 

Серія Performance 

Колір передньої панелі Залізно-сірий 

Максимальне завантаження, кг 22.0 

Завантаження при співвідношенні 

1:25 
16.0 

Завантаження при співвідношенні 

1:18 
22.0 

Співвідношення завантаження 1:18 

Об’єм барабана, л 400 

Система сушіння Вентильована 

Діаметр дверцят, мм 520 

Кут відкривання дверцят, ° 180 

Петля дверцят Ліва 

Можливість зміни сторони 

відкривання 
• 

Барабан з нержавіючої сталі, 

структура сот 
• 

Застосування 
Сфера Підходить 

Готелі та ресторани • 

Будинки для літніх людей • 

Управління об’єктами • 

Пральні • 



 

Сфера Підходить 

Житлові будинки та квартири • 

Комерційні пральні • 

Малі підприємства • 

Конюшні, школи верхової 

їзди 
• 

Університети, дитсадки, 

школи 
• 

Лікарні • 

Спортивні клуби • 

Салони краси, спа, фітнес-

центри 
• 

Парки розваг, туристичні 

комплекси 
• 

Державні/громадські заклади • 

Технічні характеристики 
Параметр Значення 

Макс. випаровування, л/год 22.1 

Споживання енергії, кВт·год/кг 0.52 

Програма "Бавовна/Нормальна", залишкова 

вологість 48% 
0.52 

Тривалість програми, хв 24 

Випробуваний ресурс, год 20,000 

Управління 
Параметр Значення 

Система керування M Select 

Програмування Встановлення параметрів 

Інтерфейс 
Контроль залишкової 

вологості 

Макс. відкладений старт, 

год 
24 

Відображення часу до 

завершення 
• 

Панель з інтуїтивними 

символами 
• 

 

Електричні характеристики 
Параметр Значення 

Тип нагріву Електричний 

Електропідключення 3N AC 400V 50/60HZ 

Потужність нагрівача, кВт 22.50 

Загальне споживання, кВт 23.50 

Захист, А 50 

Варіант напруги 3N AC 400V 60HZ 

Потужність нагрівача, кВт 27.0 

Загальне споживання, кВт 28.20 

Захист, А 50 

 

 

 

 

 



 

 

 

 

 

 

Габарити та вага 
Параметр Значення 

Висота (нетто), мм 1400 

Ширина (нетто), мм 906 

Глибина (нетто), мм 1162 

Висота (брутто), мм 1526 

Ширина (брутто), мм 1090 

Глибина (брутто), мм 1254 

Вага (нетто), кг 199 

Вага (брутто), кг 213 

Макс. навантаження на 

підлогу, Н 
2275 

Викиди тепла 
Параметр Значення 

Віддача тепла в приміщення, 

МДж/год 
2.60 

Особливості 
Функція Наявність 

Інтелектуальне реверсування 

барабана 
• 

Аксіальний потік повітря • 

Великий фільтр для ворсу • 

PerfectDry • 

Ребра SoftLift • 

Рециркуляція повітря • 

Комунікаційний слот • 

Аварійне вимкнення • 

Аксесуари незалежні від 

машини 
• 

Ефективність та екологічність 
Параметр Значення 

Рівень 

переробки, % 
91 

Підключення 
Опція Наявність 

Система оплати (опція) • 

Оптичний інтерфейс для сервісу • 

Обмеження пікового 

навантаження (опція) 
• 

Коробка підключення • 

Модуль LAN/WiFi (опція) • 

Ємність 
Тип Кількість 

Серветки, 22 г 364 

Літні кінські 

попони 
3 

 



 

 

 

 

 

 

Сертифікати та стандарти 
Стандарт Наявність 

CE • 

VDE • 

VDE-EMC • 

Захист від бризок 

IPX4 
• 

WEEE • 

 

Відповідає Директиві з машин 2006/42/EC 
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